
Cup Finishing Washer Nylon

Order No. For screw d1 d2 d3 h1 h2 Material Grade Finish

46N.030.085.0A M 3 3.0 6.0 8.5 2.2 1.2 PA-6/66 Std. White
46N.043.105.0A M 4 4.3 8.0 10.5 2.8 1.7 PA-6/66 Std. White
46N.053.127.0A M 5 5.3 10.0 12.7 3.4 2.2 PA-6/66 Std. White
46N.064.139.0A M 6 6.4 12.3 13.9 3.3 2.3 PA-6/66 Std. White
46N.065.150.0A M 6 6.5 11.9 15.0 4.0 2.6 PA-6/66 Std. White
46N.084.200.0A M 8 8.4 16.0 20.0 5.0 3.5 PA-6/66 Std. White
46N.030.085.0B M 3 3.0 6.0 8.5 2.2 1.2 PA-6/66 Std. Black
46N.043.105.0B M 4 4.3 8.0 10.5 2.8 1.7 PA-6/66 Std. Black
46N.053.127.0B M 5 5.3 10.0 12.7 3.4 2.2 PA-6/66 Std. Black
46N.064.139.0B M 6 6.4 12.3 13.9 3.3 2.3 PA-6/66 Std. Black
46N.065.150.0B M 6 6.5 11.9 15.0 4.0 2.6 PA-6/66 Std. Black
46N.084.200.0B M 8 8.4 16.0 20.0 5.0 3.5 PA-6/66 Std. Black
46N.032.065.0A M 3 3.2 5.5 6.5 2.0 1.1 PA-6/66 Std. White
46N.043.085.0A M 4 4.3 7.0 8.5 2.2 1.2 PA-6/66 Std. White
46N.053.105.0A M 5 5.3 8.5 10.5 2.8 1.6 PA-6/66 Std. White
46N.064.127.0A M 6 6.4 10.0 12.7 3.4 2.1 PA-6/66 Std. White
46N.084.150.0A M 8 8.4 13.0 15.0 4.0 2.6 PA-6/66 Std. White
46N.032.065.0B M 3 3.2 5.5 6.5 2.0 1.1 PA-6/66 Std. Black
46N.043.085.0B M 4 4.3 7.0 8.5 2.2 1.2 PA-6/66 Std. Black
46N.053.105.0B M 5 5.3 8.5 10.5 2.8 1.6 PA-6/66 Std. Black
46N.064.127.0B M 6 6.4 10.0 12.7 3.4 2.1 PA-6/66 Std. Black
46N.084.150.0B M 8 8.4 13.0 15.0 4.0 2.6 PA-6/66 Std. Black
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Material
Nylon 66 (PA 6/66), standard. White or  
black.

Technical Notes
Cup finishing washers for use with cheese  

head screws. 
Nylon parts offer good electrical insula
tion, is resistant to corrosion and most  
dilute acids. 
Nylon protects work surfaces and absorbs  

shocks and vibrations. 


